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Connect the battery to the charger.

Press the MODE button once.
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Press the MODE button once.
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The TRICKLE LED(green) will flash to indicate active trickle charging.
Trickle charging will be activated whenever a battery is connected.

The FAST CHARGE LED(red) will light up to indicate active fast charging. 
After several minutes, the LED(red) will begin to flash. Once fast charging 
is complete, the LED(red) will turn off. Completed charging will be 
indicated by a flashing TRICKLE LED(green).

The following steps are involved in one Discharge/Charge cycle:
4Discharge4Trickle Charge (2 min)4Fast Charge4Trickle Charge

The DISCHARGE LED(orange) will light up to indicate active discharging. 
Once discharging is complete, The TRICKLE LED(green) will flash.
The4Discharge4Trickle Charge (2 min)4Fast Charge cycle is repeated
three times before finishing with the Trickle Charge.
The TRICKLE LED(green) will flash to indicate active trickle charging.
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YZ-48D CHARGER/DISCHARGER
INSTRUCTION MANUAL

Compatible with Nickel Metal Hydride (NiMH) Batteries and Nickel Cadnium (NiCD) Batteries 06/23/2004

OPERATING THE CHARGER

WHEN THE CHARGER DOES NOT WORK...

1.	 Connect the battery connector wires to the battery terminals. The red 
	 wire(+) must be inserted into the red(+) terminal.  The black wire(-) 
	 must be inserted into the black(-) terminal. Connect the battery 
	 connector to the battery plug.
2. 	Press the MODE button to select the charger mode.  Reference the 
	 chart below for available modes.
3.  Use the adjusting dial to adjust the charge current rate.

Use the switch located to the right of the display to view charging 
information such as battery voltage, charge current, and capacity.

- Unit is not connected to a power source, or the input voltage is too low.
- Battery was connected backwards, causing the fuse to blow.
- Battery pack with bad cell, or bad contacts in battery connector.
If the above do not seem to be causing the problem, contact Yokomo 
Technical Support.

FEATURES
H	Capable of charging/discharging both Nickel Metal Hydride (NiMH) batteries and Nickel Cadnium (NiCD) 
	 batteries, from 4 to 8 cells (4.8V~9.6V, 270mAH~4500mAH).
H	Built-in Charge/Discharge cycle function.
H	4-digit large-size LCD display capable of showing voltage(V), amperage(A), and capacity(mAH).
H	Large-size internal cooling fan.

	 Charge amperage: 0.5~5.5A (Maximum charge amperage will vary depending on the number of cells used.)
	 Discharge amperage: 2~4A (Maximum discharge amperage is automatically adjusted to the number of cells used.)

H	When charging 7~8 cells, depending on the condition of the batteries the charge amperage may drop off toward the end of the 
	 charging process.
H	The discharge cut-off voltage is automatically set and can not be adjusted. Running a car until the battery has very little to no power 
	 may have an adverse affect on the battery.
H	When charging a new battery pack for the first time, the battery may not fully charge on the first try. If a battery pack becomes very 
	 hot, immediately stop charging.

USAGE INSTRUCTIONS
DC12V power supply rated above 7A recommended.
-	Attach the DC power cord(included) to the DC input connector located on the back of the unit.
-	Carefully attach the clips to the power source.  Make sure that the polarity of the clips is correct.


